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The LED ExpertGlux

Glux LED Creative-Tech

Glux

Lighting the World        Lighting Your Dream

Glux has the most innovative range of LED displays.

We have the world’s largest inventory available.

All Glux products are available for rental applications.

If you can imagine it, we can make it a reality.

Glux Controller System

Glux Video Software

Supports all popular video formats

Supports multiple windows and displays

Supports picture, text and video editing

Supports multiple work stations & monitors

Supports real time preview

Hanging installations

Step 1: Attach and 

combine structural

 support frame

1

1 Step 1: Fasten installation

clips to the truss or ceiling

support

Step 2: Secure the LED display 

modules to the frame via

installation blocks

2

2 Step 2: Attach LED 

display modules securing

installation block to the 

installation clip

Step 3: Connect the panels

together via installation blocks,

finishing by connecting the power 

and signal cable through each 

vertical row  

3

3 Step 3: Connect the panels

together via installation blocks,

finishing by connecting the power 

and signal cable through each 

vertical row  

Glux VSP-F2L4

Used with all Glux LED Screens

Resolution: 1920 × 1080 × 50/60Hz

Fiber transmission or Gigabit Ethernet transmission

For signal transmission.

Communicate with computer by USB serial or Netword cable

Support multiple operating system and online update.

DVI / HDMI / HDSDI signal input, network signal output.

Image resizing & Image rotate.

Used with all Glux LED Screens

Support the use of Giga controller without setting, AC 110V ~ 220V input

Support one fiber optic input or two network port input, support 8X network output.

Support cascade function between signal divider and support port replication and 

signal backup.

Single port output resolution can be switched: 512 × 1080 or 1920 × 300

Used with all Glux LED Screens

Three-phase power supply, each phase has independent indicator

9x power output

Independently controllable power output

Power output with short circuit protection and overload protection

Multi-function socket supply power to small power equipment for 

other purposes

Input:three phases AC380/208V 32A

Output:Single phare AC220V 16A per port

Maximum output wattage:21KW

Glux PDV09

Glux SDV08
Glux Giga bit control system
Glux Great Watch playback system

www.glux.com.cn    www.glux.cc

Glux Industrial Park. Dong Huan  2nd  Road,Longhua New District, 
Shenzhen, Guangdong 518109 P.R. China
Tel:+86-755-29174931
Fax:+86-755-86232733



TVsn 1.9ATVsn 1.5A

Glux LED Display TVsn series

TVsn 0.9A

0.9

1048576

≥1000

 16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

250x250x60

≤2.5

IP40

Dual power supply

AC110-240V/50/60Hz

≤800 
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

1.5

409600

≥1000

 16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

250x250x60

≤2.5

IP40

Dual power supply

AC110-240V/50/60Hz

≤800 
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

1.9

262144

≥1000

 16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

250x250x60

≤2.5

IP40

Dual power supply

AC110-240V/50/60Hz

≤800 
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

6A/10C/15C  Transparent Mesh Display2D/3D/5D  Indoor HD Display3A/6A/7A   All-weather application

BAtn Series

1000mm

500mm

45mm

ODsn SeriesTVsn Series

0.9A/1.5A/1.9A  Indoor HD Display

High Indensity High Resolution Indoor LED display All-weather application LED Display

SMD 3in1 LEDs, suitable for indoor and outdoor application.

Fully compatible with indoor display, ultra low brightness display without grayscale reducing.

Carbon Fiber frame for super thin and lightweight style with ultra-high strength tensile force and

high mechanical stability.

Easy, quick and flexible installation for fast assembly and maintenance,

suitable for different applications and uses.

Dot by dot calibration guarantees image uniformity.

Double-sided 45 degree curved angle design, suitable for 90 degree assembly.

Indoor LED Display

IDsn Series

SMD 3in1 LEDs,super thin and lightweight Indoor LED Display 

Super high refresh rate, ultra low brightness display without Gray scale reducing

Carbon Fiber substrates with ultra-high strength tensile force, 

high mechanical stability, ultra thin and lightweight

Easy, quick and flexible installation for fast assembly and maintenance,

suitable for different applications

Dot by dot calibration guarantees image uniformity

Double-sided 45 degree curved angle design, suitable for 90degree assembly

High transparency Outdoor LED Display

SMD 3in1 LEDs, thansparent Outdoor LED Display

High transparency,Low Wind-resistance, High brightness, High protection

Carbon Fiber frame for super thin and lightweight style with ultra-high strength tensile force, high mechanical stability

Easy, quick and flexible installation for fast assembly and maintenance, suitable for different applications

Dot by dot calibration guarantee image uniformity

Perfect inclined frame structure for curved and 90degree assembly

500mm

500mm

60mm60mm
500mm

500mm

57mm
250mm

250mm

TypeParameter

Pixel Pitch (mm)
2Pixel Density (dots/m )

2Brightness Max (cd/m )

Grey Scale (bit)

Refresh Rate (Hz)

Frame Rate (Hz)

Contrast

Color Temperature (after calibration) (K)

Horizontal / Vertical Viewing Angle (°)

Module Size (W x H x D) (mm)

Weight (kg/panel)

Protection

Power Supply

Working Voltage(V)
2Max Power Consumption (W/m )

Working Temperature

Cabinet Material

Max Hanging (vertical)

Signal Cable

Video Signal Input Interface

Life Time (h)

Glux LED Display ODsn series

TypeParameter

Pixel Pitch (mm)
2Pixel Density (dots/m )

2Brightness Max (cd/m )

Grey Scale (bit)

Refresh Rate (Hz)

Frame Rate (Hz)

Contrast

Color Temperature (after calibration) (K)

Horizontal / Vertical Viewing Angle (°)

Module Size (W x H x D) (mm)

Weight (kg/panel)

Protection

Power Supply

Working Voltage(V)
2Max Power Consumption (W/m )

Working Temperature

Cabinet Material

Max Hanging (vertical)

Signal Cable

Video Signal Input Interface

Life Time (h)

ODsn7ODsn5ODsn3

3.9

65536

≥6000

 16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

500x500x60

≤7 

IP65

Dual power supply

AC110-240V/50/60Hz

≤1200 
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

5.2

36864

≥6000

16bit

≥4000

50/60

≥1000:1

6500

H160/V160

500x500x60

≤7

IP65

Dual power supply

AC110-240V/50/60Hz

≤1200
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M

DVI/HDMI/HDSDI

 ≥75000

7.8

16384

≥6000

16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

500x500x60

≤7 

IP65

Dual power supply

AC110-240V/50/60Hz

≤1200 
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

TypeParameter

Pixel Pitch (mm)
2Pixel Density (dots/m )

2Brightness Max (cd/m )

Grey Scale (bit)

Refresh Rate (Hz)

Frame Rate (Hz)

Contrast

Color Temperature (after calibration) (K)

Horizontal / Vertical Viewing Angle (°)

Module Size (W x H x D) (mm)

Weight (kg/panel)

Protection

Power Supply

Working Voltage(V)
2Max Power Consumption (W/m )

Working Temperature

Cabinet Material

Max Hanging (vertical)

Signal Cable

Video Signal Input Interface

Life Time (h)

IDsn5DIDsn3D

Glux LED Display IDsn series

IDsn2D

2.6

147456

≥1000

 16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

500x500x60

4.5

IP40

Single power supply

AC110-240V/50/60Hz

≤600
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

3.9

65536

≥1000

 16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

500x500x60

4.5

IP40

Single power supply

AC110-240V/50/60Hz

≤600
o o

-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

5.2

36864

≥1000

 16bit 

≥4000

50/60

≥1000:1

6500

H160/V160

500x500x60

4.5

IP40

Single power supply

AC110-240V/50/60Hz

≤600
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

TypeParameter

Pixel Pitch (mm)
2Pixel Density (dots/m )

2Brightness Max (cd/m )

Grey Scale (bit)

Refresh Rate (Hz)

Frame Rate (Hz)

Contrast

Color Temperature (after calibration) (K)

Horizontal / Vertical Viewing Angle (°)

Module Size (W x H x D) (mm)

Weight (kg/panel)

Protection

Power Supply

Working Voltage(V)
2Max Power Consumption (W/m )

Working Temperature

Cabinet Material

Max Hanging (vertical)

Signal Cable

Video Signal Input Interface

Life Time (h)

Glux LED Display BAtn series

BAtn6A

6.94

20734

≥6000

 16bit 

≥1000

50/60

≥1000:1

6500

H160/V160

500x500x60

≤5

IP65

Dual power supply

AC110-240V/50/60Hz

≤1000
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

BAtn10C BAtn15C

10.4

8216

≥5000

 16bit 

≥1000

50/60

≥1000:1

6500

H160/V160

1000x500x45

≤5

IP65

Dual power supply

AC110-240V/50/60Hz

≤800
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

15.6

4096

≥5000

 16bit 

≥1000

50/60

≥1000:1

6500

H160/V160

1000x500x45

≤5

IP65

Dual power supply

AC110-240V/50/60Hz

≤800
o o-25C /45C

Carbon fiber

≥1000kg

CAT5-1000M 

DVI/HDMI/HDSDI

≥75000

SMD 3in1 LEDs, Ultra thin and Light weight High Resolution Indoor LED Display

High refresh rate and ultra low brightness display without Gray scale reducing

Carbon Fiber frame for super thin and lightweight style with ultra-high strength tensile force,

high mechanical stability

Easy, quick and flexible installation for fast assembly and maintenance,

suitable for different applications

Dot by dot calibration guarantee image uniformity

Perfect inclined frame structure for curved and 90degree assembly

New New New New
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